


Technical specification
Container feeding:		  Horizontal feeding. One opening for all containers.
Registration/feeding rate:		 Up to 60 bottles per minute, up to 10
				    crates per minute.
Container types:			  Refillable PET bottles and glass bottles.
Container size:			   0,15 - 3 liter.
RVM memory:			   40.000 container types.
Container shape detection:	 Video system.
Barcode:			   Reads horizontal and vertical barcodes.
Container weight:		  Electronic scale.
Spill handling:			   Connection to external drainage or spill
				    container.
Storage capacity
Glass bottles: 			   Depending on table size.
PET bottles: 			   Depending on table size.
Aluminium cans: 			  Depending on table size.
Ref. PET bottles: 			  Depending on table size.
Crates: 				    Depending on crate tracks

Electrical power
Power supply: 			   1 phase 230 V
Power consumption stand-by: 	 200 W
Normal operation: 		  550 - 1350 W
Integrated battery back-up
for pc.
 
Dimensions (example configuration):
Length:				    2528 mm incl 1200x900 mm  glass table
Width:				    900 mm
Height including warning light: 	 2135 mm

Environment:
Temperature range:		  10 - 35 °C
Relative humidity:		  < 90%, non-condensing

Alarm system:
Message on display, light signal on backroom. Optional acustic alarm.

Display:
VGA colour display with back light and touch screen.

Printer:
Graphic thermo printer for text, images and barcode. 2100 receipts per roll.

Safety and approvals:
CE marked. Shielded for reduced noise. Integrated emergency stop system.

Supervision and remote control:
Counters and timers are stored in the RVM. Event log with detailed information.
The RVM status can be displayed. Remote analysis and diagnosis.

Repant COSMOS 3000

Repant ASA P.B 720 Stromsoe, N-3003 Drammen Tel: +47 32 20 91 00 - Fax: +47 32 20 91 01 e-mail: mail@repant.com - www.repant.com

5238 - W
W

W
.G

N
IZTREKLA

M
E.n

o


